
    

THE SMALLER RANGE OF MAxiM 
LiGHTiNG CONTROL CONSOLES



maXim S Lighting Control Console
Actual Weight:  9.0Kg (19.8lbs)

Dimensions: H x W x D (mm) 115 x 500 x 340.

maXim M Lighting Control Console
Actual Weight: 13.0Kg (28.6lbs)

Dimensions: H x W x D (mm) 115 x 716 x 340.
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The maXim Small (S) and Medium (M) are the perfect 

lighting consoles for the control of smaller productions 

and are ideal for schools, theatres, and other medium 

sized venues. The maXim S and M lighting consoles 

are a great learning tool for the budding lighting 

designer and powerfully packed with the necessary 

features for creating more advanced lighting designs.  

 

Both models can be operated in either ‘live mode’ 

or ‘pre-recorded show mode’ giving you, the 

user, total flexibility. For more complex shows 

the maXim S and M can simultaneously playback 

multiple scenes and chases together with a fully-

loaded theatrical style Cue Stack Go button. 

 

As with all LSC products, the maXim S & M are 

built tough for the rigours of touring and come with 

UPS (Uninterrupted Power Supply) as standard. 

Therefore, you can be assured that if you lose power 

you won’t lose your programming.

TECHNICAL SPECIFICATIONS
> Preset, Wide & Playback Modes with individual   
 Flash buttons per fader.

> 25 x 7 dot matrix LED display showing status   
 information via scrolling messages.

> Robust, ergonomic design with rubber side   
 bumpers and corrosion resistant steel chassis. 

> Uncluttered, easy to use layout with dedicated   
 function buttons and faders.

> Theatrical style Stack Playback with up to 500   
 steps each and dedicated Go, Back & Pause   
 buttons.

> Individual In (Up) and Out (Down) fade times,   
 programmable for every scene  and step of   
 Stacks.

>  Up to 250 steps of a Chase can be recorded as   
 Channels, Scenes/Snapshot of the output.

> Scenes and Chases can be run concurrently on  
 the lower bank of preset/faders.

> Optional multi-page SVGA colour video output   
 displaying desk status, memories, patches and   
 help menus in multiple languages.

> Optional USB output for show backup and for   
 software uploading.

> Power Supply is auto selecting, 90-260 v,   
 47/63Hz.

> CE and C-Tick approved.

     

Ideal for: Schools, Places of worship, Local 

Theatres, Nightclubs, Bars, Fashion/Corporate 

Shows, Rental Companies. 

 

To find out more, contact your local LSC dealer or 

go to www.lsclighting.com


